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Application:
Applicable place: Shopping malls, airport, subway, bus station and other places of single-side light box.

Scope of application: 6-20cm thickness of single side light box.

Product Features:
1. product use flame retardant engineering plastics shell, high reliability.

2. Use EMC light source, low lumens depreciation, fast heat dissipation, high efficiency.

3. PCB aluminum plate with high quality aluminum, good heat sinking and long lifespan.

4. ensure the product stable performance, long life, good brightness uniformity.

5. CE/RoHS certificates, IP65 protection class testing.

Installation:
Installed on the box bottom, back glue scheduled, fixed with screw

Cascade can cut, 1pcs modules can be cut

Warranty:
3years or 13000 hours

Electric Parameters:
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Other Parameters:

Dimension:

Remark:

• Testing environment temperature is 25±2

• The above data are typical values, the actual data of the product may be different from the typical data. Data is sub-
ject to change without prior notice.

• The modules are high-power products, can not use double-side power supply method.

Light Distribution Curve:

Standard 
connection qty 

(pcs)

Largest qty 
of cascade for 

single-ended power 
supply 
(pcs)

Largest qty 
of cascade 

for double-ended 
power supply

(pcs)

module 
weight  

(g)

Working  
environment  
temperature  

( )

Storage  
environment 
temperature  

( )

IP               
level

20 30 50 1.35  -25 +60 -25 +70 IP65

29
 m

m

43 mm

180 mm

8 mm



LED MODULAR EXTERIOR 
SMD 1,2W 3030 1600

apil.es apil.es
www.apil.es

916 418 990
apil@apil.es

Page 3 / 3

Packing:

Packing instruction:

1. outer carton size: 52*37*26cm.  

2. 20pcs modules per string, 5 strings of 100pcs modules in each electrostatic bag.

3. outer carton with 16 bags of 60pcs module, total 1600pcs/carton.

4. net weight (NW): 20.82 (1±10) kg.

5. gross weight (GW): 21.02 (1±10) kg.

6. the number of packages and weight for above packing way, there will have difference if for other packing.


